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TRANSLUCENT-LINE (TL)
Suitable for back lighting

EN



TL LINEA 104x62 OLD Platin

TL LINEA 104x62 SILENT Gold

TRANSLUCENT-LINE (TL)

The SIBU TRANSLUCENT-LINE makes 
everything shine!
The depressions in the structured sheets are transparent and therefore ideal for backlighting. 
Whether for ceilings, bar or wall panelling, the TRANSLUCENT-LINE lends every room touches of brilliance. 



TL LINEA 104x62 OLD Platin

TL LINEA 104x62 SILENT Gold

Surface material:  printed
 
Backing material:

Highly impact-resistant polystyrene (HIPS), Opal colour

Density	 1.06 g/cm³	ISO 1183
Moisture absorption	 < 0.1 % 
at 23°C, 50 % relative humidity
Nominal elongation at break	 15 %	 ISO 527-2/5
Izod notch impact strength	 14 kJ/m2	 ISO 180
 
Lighting:  LED, fluorescent tubes
 
Product characteristics:

Good abrasion resistance  
Suitability for wet rooms 
Temperature resistance of up to 60°C
Good chemical resistance
Suitable for backlighting
 

TECHNICAL SPECIFICATIONS

INDIVIDUAL 
LIGHT MOTIFS POSSIBLE
Any logotype, form or design can be completed problem-free.
Simply send us a technical drawing in dxf or dwg format.

Processing possibilities:

cutting, punching, drilling, sawing, milling, laser cutting, bevelling
 
Dimensions:  2,600 x 1,000 x 1.5mm
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